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WARNINGS REGARDING SERVICING OF SUPPLEMENTAL RESTRAINT SYSTEM (SRS) EQUIPPED VEHICLES

WARNING
• Improper service or maintenance of any component of the SRS, or any SRS-related component, can lead to 

personal injury or death to service personnel (from inadvertent firing of the air bag) or to the driver and 
passenger (from rendering the SRS inoperative).

• Service or maintenance of any SRS component or SRS-related component must be performed only at an 
authorized MITSUBISHI dealer.

• MITSUBISHI dealer personnel must thoroughly review this manual, and especially its GROUP 52B - Supplemental 
Restraint System (SRS) before beginning any service or maintenance of any component of the SRS or any 
SRS-related component.

NOTE
The SRS includes the following components: SRS air bag control unit, SRS warning light, front impact sensors, air bag module,          
clock spring, and interconnecting wiring. Other SRS-related components (that may have to be removed/installed in connection          
with SRS service or maintenance) are indicated in the table of contents by an asterisk (*).



GENERAL DESCRIPTION
POWER PLANT MOUNT32-2
GENERAL DESCRIPTION
M1321000100306

Inertia principal axes system is incorporated into the 
engine mount system.
• The liquid-filled mount system have been 

adopted for engine mounting and transaxle 
mounting to improve ride feeling by optimizing 
the insulator.

• Installation of roll stopper in the upper area has 
reduced engine rolling. Furthermore, enlarge-
ment of insulator diameter has reduced idle vibra-
tion.

CONSTRUCTION DIAGRAM

AC210281

ENGINE MOUNTING
INSULATOR

TRANSAXLE MOUNTING
INSULATOR

TRANSAXLE CASE FRONT
ROLL STOPPER BRACKET

TRANSAXLE CASE REAR
ROLL STOPPER BRACKET

ENGINE FRONT 
ROLL STOPPER
BRACKET

FRONT SUSPENSION
CENTERMEMBER

FRONT AXLE
CROSSMEMBER BAR

FRONT AXLE NO.1
CROSSMEMBER

AC

ENGINE REAR 
ROLL STOPPER ROD 
BRACKET

ENGINE REAR 
ROLL STOPPER ROD
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SPECIAL TOOL
POWER PLANT MOUNT 32-3
SPECIAL TOOL
M1321000600293

TOOL TOOL NUMBER 
AND NAME

SUPERSESSION APPLICATION

AC106827

MB991897
Ball joint remover

MB991113-01, 
MB990635-01 or 
General service tool 

Knuckle and tie rod end ball joint 
disconnection
NOTE: Steering linkage puller 
(MB990635 or MB991113)is also 
used to disconnect knuckle and 
tie rod end ball joint.

ENGINE MOUNTING
REMOVAL AND INSTALLATION

M1321001100741

CAUTION
*: Indicates parts which should be initially tightened, and then fully tightened after placing the vehicle 
horizontally and loading the full weight of the engine on the vehicle body.

Pre-removal Operation
• Under Cover Removal (Refer to GROUP 51, Front 

Bumper P.51-2).
• Raise the engine and transaxle assembly until its weight 

is not applied to the insulator, and support it securely.

Post-installation Operation
Under Cover Installation (Refer to GROUP 51, Front Bumper 
P.51-2).

AC210425

1

5

3

2

4

12 ± 2 N·m
102 ± 22 in-lb

98 ± 10 N·m*
73 ± 7 ft-lb* 

67 ± 7 N·m*
50 ± 5 ft-lb* 

AC

5

N

REMOVAL STEPS 
1. POWER STEERING OIL 

PRESSURE HOSE
2. ENGINE MOUNTING BOLT
3. SELF-LOCKING NUTS

4. ENGINE MOUNTING INSULATOR
>>A<< 5. ENGINE MOUNTING CUSHION 

STOPPERS

REMOVAL STEPS (Continued)
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ENGINE MOUNTING
POWER PLANT MOUNT32-4
INSTALLATION SERVICE POINT
.

>>A<< ENGINE MOUNTING CUSHION STOPPER 
INSTALLATION

R

F

F

R

AC210426

ENGINE SIDE ENGINE SIDE

<VEHICLE
  REAR VIEW>

<VEHICLE
  FRONT VIEW>

ENGINE MOUNTING
CUSHION STOPPER

AC

Arrow marks on the engine mounting cushion stopper should 
face the shown direction.
NOTE: Disregard F and R stamped as a shared part.

INSPECTION
M1321001200179

• Check the engine mounting insulator for cracks, separation 
or deformation.

• Check the engine mounting cushion stoppers for deforma-
tion.
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TRANSAXLE MOUNTING
POWER PLANT MOUNT 32-5
TRANSAXLE MOUNTING
REMOVAL AND INSTALLATION

M1321001400645

CAUTION
*: Indicates parts which should be initially tightened, and then fully tightened after placing the vehicle 
horizontally and loading the full weight of the engine on the vehicle body.

Pre-removal Operation
• Under Cover Removal (Refer to GROUP 51, Front 

Bumper P.51-2).
• Raise the engine and transaxle assembly until its weight 

is not applied to the insulator, and support it securely.
• Battery and Battery Tray Removal
• Air Cleaner Removal (Refer to GROUP 15, Air Cleaner 

P.15-7).
• Radiator Assembly Removal (Refer to GROUP 14, Radia-

tor P.14-23).
• Air Pipe C, Air By-pass Hose, Air Hose D Removal (Refer 

to GROUP 15, Charge Air Cooler P.15-8).
• Rear Roll Stopper Removal (Refer to P.32-7).

Post-installation Operation
• Rear Roll Stopper Installation (Refer to P.32-7).
• Air Pipe C, Air By-pass Hose, Air Hose D Installation 

(Refer to GROUP 15, Charge Air Cooler P.15-8).
• Radiator Assembly Installation (Refer to GROUP 14, 

Radiator P.14-23).
• Air Cleaner Installation (Refer to GROUP 15, Air Cleaner 

P.15-7).
• Battery and Battery Tray Installation
• Under Cover Installation (Refer to GROUP 51, Front 

Bumper P.51-2).

AC401962

AC210427

AC402050

1
3

2 3
47 ± 7 N·m*
35 ± 5 ft-lb* 

82 ± 7 N·m*
61 ± 5 ft-lb* 

AB

82 ± 7 N·m*
61 ± 5 ft-lb* 

47 ± 7 N·m*
35 ± 5 ft-lb* 

1

2 3

3

<5M/T>

<6M/T>

REMOVAL STEPS 
1. TRANSAXLE MOUNTING BOLT 2. TRANSAXLE MOUNTING 

INSULATOR
>>A<< 3. TRANSAXLE MOUNTING 

STOPPER

REMOVAL STEPS (Continued)
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TRANSAXLE MOUNTING
POWER PLANT MOUNT32-6
INSTALLATION SERVICE POINT
.

>>A<< TRANSAXLE MOUNTING STOPPER 
INSTALLATION

AC200645

ENGINE SIDE

TRANSAXLE
MOUNTING
INSULATOR

TRANSAXLE
MOUNTING
STOPPER

AI

Install the transaxle mounting stopper so that its arrow points 
upward.

INSPECTION
M1321001500114

• Check the transaxle mounting insulator for cracks, separa-
tion or deformation.

• Check the transaxle mounting stoppers for deformation.
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ENGINE ROLL STOPPER AND CENTERMEMBER
POWER PLANT MOUNT 32-7
ENGINE ROLL STOPPER AND CENTERMEMBER
REMOVAL AND INSTALLATION

M1321002300243

CAUTION
*: Indicates parts which should be initially tightened, and then fully tightened after placing the vehicle 
horizontally and loading the full weight of the engine on the vehicle body.

Pre-removal Operation
• Under Cover Removal (Refer to GROUP 51, Front 

Bumper P.51-2).

Post-installation Operation
• Under Cover Installation (Refer to GROUP 51, Front 

Bumper P.51-2).

AC210447

49 ± 10 N·m
37 ± 7 ft-lb

AB

1

10

9

8

7

6

5

4

3

2

1

49 ± 10 N·m
37 ± 7 ft-lb

49 ± 10 N·m
37 ± 7 ft-lb

69 ± 10 N·m
51 ± 7 ft-lb

69 ± 10 N·m
51 ± 7 ft-lb

45 ± 5 N·m*
34 ± 3 ft-lb* 

45 ± 5 N·m*
34 ± 3 ft-lb* 

52 ± 7 N·m*
39 ± 5 ft-lb* 

70 ± 10 N·m
52 ± 7 ft-lb 52 ± 7 N·m*

39 ± 5 ft-lb* 

70 ± 10 N·m
52 ± 7 ft-lb

52 ± 7 N·m*
39 ± 5 ft-lb* 

FRONT ROLL STOPPER 
BRACKET AND 
CENTERMEMBER REMOVAL 
STEPS 

1. FRONT AXLE CROSSMEMBER 
BARS

2. ENGINE FRONT ROLL 
STOPPER BRACKET BOLT

3. FRONT SUSPENSION 
CENTERMEMBER

>>A<< 4. ENGINE FRONT ROLL 
STOPPER BRACKET

5. TRANSAXLE CASE FRONT 
ROLL STOPPER BRACKET

REAR ROLL STOPPER ROD 
REMOVAL STEPS 

6. ENGINE REAR ROLL STOPPER 
ROD BOLT

7. TRANSAXLE CASE REAR ROLL 
STOPPER BRACKET

8. ENGINE REAR ROLL STOPPER 
ROD BOLT

9. ENGINE REAR ROLL STOPPER 
ROD BRACKET

10. ENGINE REAR ROLL STOPPER 
ROD
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ENGINE ROLL STOPPER AND CENTERMEMBER
POWER PLANT MOUNT32-8
INSTALLATION SERVICE POINT
.

>>A<< ENGINE FRONT ROLL STOPPER 
BRACKET INSTALLATION

AC210448

HOLE

FRONT OF VEHICLE
AB

Install the front roll stopper so that its hole points towards the 
front side of the vehicle.

INSPECTION
M1321002400024

• Check the engine roll stopper insulators for cracks, separa-
tion or deformation.
TSB Revision



CROSSMEMBER
POWER PLANT MOUNT 32-9
CROSSMEMBER
REMOVAL AND INSTALLATION

M1321003200766

CAUTION
• Before removing the steering wheel and air bag module assembly, always refer to GROUP 52B - 

Service Precautions, Air bag Module and Clock Spring. Also, set the front wheels so that they are 
facing straight forward, and remove the ignition key. If you fail to do this, the SRS clock spring will 
be damaged, causing the SRS air bag to be inoperative and serious injury.

• *1: Indicates parts which should be initially tightened, and then fully tightened after placing the 
vehicle horizontally and loading the full weight of the engine on the vehicle body.

• *2: Indicates parts which should be temporarily tightened, and then fully tightened with the vehicle 
on the ground in the unladen condition.

• If the vehicle is equipped with the Brembo™ disc brake, during maintenance, take care not to con-
tact the parts or tools to the caliper because the paint of caliper will be scratched.

Pre-removal Operation
• Under Cover Removal (Refer to GROUP 51, Front 

Bumper P.51-2).
• Front Axle Crossmember Bar, Front Suspension Center-

member Removal (Refer to P.32-7).
• Front Exhaust Pipe Removal (Refer to GROUP 15, 

Exhaust Pipe and Main Muffler P.15-17).
• Steering Wheel Air Bag Module Assembly Removal 

(Refer to GROUP 37, Steering Wheel P.37-24).
• Power Steering Fluid Draining (Refer to GROUP 37, 

On-vehicle Service − Fluid Replacement P.37-20).

Post-installation Operation
• Front Exhaust Pipe Installation (Refer to GROUP 15, 

Exhaust Pipe and Main Muffler P.15-17).
• Front Axle Crossmember Bar, Front Suspension Center-

member Installation (Refer to P.32-7).
• Steering Wheel Air Bag Module Assembly Installation 

(Refer to 37, Steering Wheel P.37-24).
• Power Steering Fluid Supplying (Refer to GROUP 37, 

On-vehicle Service − Fluid Replacement P.37-20).
• Power Steering Fluid Line Bleeding (Refer to GROUP 37, 

On-vehicle Service − Power Steering System Air Bleeding 
P.37-20).

• Press the dust cover with a finger to check whether the 
dust cover cracked or damaged.

• Checking Steering Wheel Position with Wheels Straight 
Ahead.

• Front Wheel Alignment Check and Adjustment (Refer to 
GROUP 37, On-vehicle Service − Steering Angle Check 
P.37-17).

• Under Cover Installation (Refer to GROUP 51, Front 
Bumper P.51-2).
TSB Revision



CROSSMEMBER
POWER PLANT MOUNT32-10
AC210547AC

39 ± 5 N·m
29 ± 3 ft-lb

49 ± 10 N·m
37 ± 7 ft-lb

167 ± 9 N·m
123 ± 7 ft-lb

108 ± 10 N·m
80 ± 7 ft-lb

21 ± 4 N·m
16 ± 2 ft-lb

25 ± 5 N·m
19 ± 3 ft-lb

186 ± 10 N·m*²
138 ± 7 ft-lb*²

39 ± 5 N·m
29 ± 3 ft-lb

52 ± 7 N·m*¹
39 ± 5 ft-lb*¹

45 ± 5 N·m*¹
34 ± 3 ft-lb*¹

70 ± 10 N·m
52 ± 7 ft-lb

8 N

12 ± 2 N·m
102 ± 22 in-lb

21 ± 4 N·m
16 ± 2 ft-lb

12 ± 2 N·m
102 ± 22 in-lb

57 ± 7 N·m
42 ± 5 ft-lb

18 ± 2 N·m
13 ± 2 ft-lb

16 1514

13

1

9

7

6

5

4

3

2

N

15 ± 3 N·m
11 ± 2 ft-lb

12

10

11N

REMOVAL STEPS 
1. LOWER ARM AND KNUCKLE 

CONNECTION
2. STABILIZER LINK

<<A>> 3. LOWER ARM ASSEMBLY
4. STEERING SHAFT ASSEMBLY 

AND GEAR BOX CONNECTING 
BOLT

5. ENGINE REAR ROLL STOPPER 
ROD BOLT

6. ENGINE REAR ROLL STOPPER 
ROD AND BRACKET ASSEMBLY

7. RETURN HOSE AND RETURN 
PIPE

8. O-RING

9. PRESSURE HOSE 
CONNECTION

10. GASKETS
11. SELF-LOCKING NUT

<<B>> 12. TIE ROD END AND KNUCKLE 
CONNECTION

<<C>> 13. FRONT AXLE NO.1 
CROSSMEMBER ASSEMBLY

>>A<< 14. STABILIZER BAR
15. STEERING GEAR AND LINKAGE
16. FRONT AXLE NO.1 

CROSSMEMBER

REMOVAL STEPS (Continued)
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CROSSMEMBER
POWER PLANT MOUNT 32-11
Required Special Tool:
• MB991897: Ball Joint Remover

REMOVAL SERVICE POINTS
.

<<A>> LOWER ARM ASSEMBLY REMOVAL

AC210537AB

TRANSMISSION JACK

MOUNTING
BOLT

WOODEN 
BLOCK

Lift the transaxle with a transmission jack, and then withdraw 
the front mounting bolt on the left lower arm assembly.

.

<<B>> TIE ROD END AND KNUCKLE 
DISCONNECTION

CAUTION
• Do not remove the nut from ball joint. Loosen it and use 

special tool MB991897 to avoid possible damage to ball 
joint threads.

•

AC106820AB

CORD

BOLT

MB991897
NUT

BALL JOINT

Hang special tool MB991897 with cord to prevent it 
from falling. 

1. Install the special tool MB991897 as shown in the figure.

AC106821

KNOB

PARALLEL

BOLT

CORRECT

WRONG AC

2. Turn the bolt and knob as necessary to make the jaws of 
special tool MB991897 parallel, tighten the bolt by hand and 
confirm that the jaws are still parallel.
NOTE: When adjusting the jaws in parallel, make sure the 
knob is in the position shown in the figure.

3. Tighten the bolt with a wrench to disconnect the tie rod end.

.
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SPECIFICATIONS
POWER PLANT MOUNT32-12
<<C>> FRONT AXLE NO.1 CROSSMEMBER 
ASSEMBLY REMOVAL

AC210538AB

TRANSMISSION 
JACK

WOODEN 
BLOCK

Retain the crossmember with a transmission jack, and then 
remove the crossmember mounting bolt.

INSTALLATION SERVICE POINT
.

>>A<< STABILIZER BAR INSTALLATION

AC006141AF

IDENTIFICATION
COLOR

FIXTURE

OUTSIDE OF
VEHICLE

BUSHING

Align the identification color on the left side of the stabilizer bar 
with the right end of the bushing.

INSPECTION
M1321003300150

• Check the front axle No.1 crossmember for cracks or dam-
age.

SPECIFICATIONS
FASTENER TIGHTENING SPECIFICATIONS

M1321004100364

ITEM SPECIFICATION
Crossmember
Engine rear roll stopper rod bracket bolt 45 ± 5 N⋅ m (34 ± 3 ft-lb)
Engine rear roll stopper rod nut 52 ± 7 N⋅ m (39 ± 5 ft-lb)
Front axle No.1 crossmember bolt 49 ± 10 N⋅ m (37 ± 7 ft-lb)
Front axle No.1 crossmember nut 167 ± 9 N⋅ m (123 ± 7 ft-lb)
Lower arm and front axle No.1 crossmember connecting bolt front 186 ± 10 N⋅ m (138 ± 7 ft-lb)
Lower arm and front axle No.1 crossmember connecting bolt rear 167 ± 9 N⋅ m (123 ± 7 ft-lb)
Lower arm and knuckle connecting nut 108 ± 10 N⋅ m (80 ± 7 ft-lb)
Pressure hose eye bolt 57 ± 7 N⋅ m (42 ± 5 ft-lb)
Pressure hose bolt 12 ± 2 N⋅ m (102 ± 22 in-lb)
Return hose and return pipe bolt 12 ± 2 N⋅ m (102 ± 22 in-lb)
TSB Revision



SPECIFICATIONS
POWER PLANT MOUNT 32-13
Return hose and return pipe nut 15 ± 3 N⋅ m (11 ± 2 ft-lb)
Stabilizer bar bracket bolt 21 ± 4 N⋅ m (16 ± 2 ft-lb)
Stabilizer link nut 39 ± 5 N⋅ m (29 ± 3 ft-lb)
Steering gear and linkage bolt 70 ± 10 N⋅ m (52 ± 7 ft-lb)
Steering shaft assembly and gear box connecting bolt 18 ± 2 N⋅ m (13 ± 2 ft-lb)
Tie rod end and knuckle connecting nut 25 ± 5 N⋅ m (19 ± 3 ft-lb)

Engine mounting
Engine mounting insulator nut 67 ± 7 N⋅ m (50 ± 5 ft-lb)
Engine mounting nut 98 ± 10 N⋅ m (73 ± 7 ft-lb)
Power steering oil pressure hose bolt 12 ± 2 N⋅ m (102 ± 22 in-lb)

Engine roll stopper, centermember
Engine front roll stopper bracket bolt 45 ± 5 N⋅ m (34 ± 3 ft-lb)
Engine front roll stopper bracket nut 52 ± 7 N⋅ m (39 ± 5 ft-lb)
Engine rear roll stopper rod bracket bolt 45 ± 5 N⋅ m (34 ± 3 ft-lb)
Engine rear roll stopper rod nut 52 ± 7 N⋅ m (39 ± 5 ft-lb)
Front axle crossmember bar bolt 49 ± 10 N⋅ m (37 ± 7 ft-lb)
Front suspension centermember bolt 69 ± 10 N⋅ m (51 ± 7 ft-lb)
Transaxle case front roll stopper bracket bolt 70 ± 10 N⋅ m (52 ± 7 ft-lb)
Transaxle case rear roll stopper bracket bolt 70 ± 10 N⋅ m (52 ± 7 ft-lb)

Transaxle mounting
Transaxle mounting insulator nut 47 ± 7 N⋅ m (35 ± 5 ft-lb)
Transaxle mounting nut <5M/T> 82 ± 7 N⋅ m (61 ± 5 ft-lb)
Transaxle mounting bolt <6M/T> 82 ± 7 N⋅ m (61 ± 5 ft-lb)

ITEM SPECIFICATION
TSB Revision



NOTES


	POWER PLANT MOUNT
	GENERAL DESCRIPTION
	SPECIAL TOOL
	ENGINE MOUNTING
	INSTALLATION SERVICE POINT
	INSPECTION

	TRANSAXLE MOUNTING
	INSTALLATION SERVICE POINT
	INSPECTION

	ENGINE ROLL STOPPER AND CENTERMEMBER
	INSTALLATION SERVICE POINT
	INSPECTION

	CROSSMEMBER
	REMOVAL SERVICE POINTS
	INSTALLATION SERVICE POINT
	INSPECTION

	SPECIFICATIONS



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


